
NAMP on NetWare 6 
 
This is a deployment guide for Apache, MySQL, and PHP on NetWare 6 or NAMP.  
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Introduction to NAMP 
NAMP is an acronym for NetWare, Apache, MySQL, and PHP/Perl, a set of 
products that together create a powerful development environment on a 
NetWare server. 
 

NOTE: This article was written using NetWare 6 SP2, Apache 1.3, 
MySQL 4.0.3 and PHP 4.0.8. 

Prerequisites 
1. NetWare 6 with SP2 or greater.  You can download SP2 at 

http://support.novell.com/servlet/tidfinder/2963227.   

Configuring Apache 
Apache is the most popular web server on the Internet, and has been since 
1996.  NetWare 6 is installed with an instance of Apache running in kernel 
space and listening on port 80, 443, and 2200.  In this section you will create 
another instance of Apache running in protected space and listening on port 80 
and 443. 
 

NOTE:  You should verify that only one instance of Apache is currently 
running by entering the command ‘m apache’ on the NetWare console. 
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1. Create an Apache start ncf file by creating a file named ‘ApacheStart.ncf’ 
in the ‘SYS:/APACHE’ directory with the following content: 

 
LOAD ADDRESS SPACE = APACHE APACHE.NLM 

 
2. Create an Apache stop ncf file by creating a file named ‘ApacheStop.ncf’ in 

the ‘SYS:/APACHE’ directory with the following content: 
 

UNLOAD ADDRESS SPACE = APACHE APACHE.NLM 
 

NOTE:  At the writing of this article the following additional lines 
positioned after the above line are required in ‘ApacheStop.ncf’ to 
ensure proper cleanup.  This issue should be cleared up with a future 
build of PHP for NetWare. 

 
M APACHE 
UNLOAD ADDRESS SPACE = APACHE 

 
3. Execute ‘NVXADMDN’ on the NetWare console to stop the Apache instance 

running in kernel space. 
 
4. Comment out the following lines in ‘SYS:/APACHE/CONF/ADMINSERV.CONF’ 

file: 
 

# Start Apache Services Port Configuration 
Port 80 
Listen 123.45.67.89:80 
<IfModule mod_tls.c> 
    SecureListen 123.45.67.89:443 "SSL CertificateDNS" 
</IfModule> 
# End Apache Services Port Configuration 

 
5. Execute ‘NVXADMUP’ on the NetWare console to restart the Apache 

instance in kernel space. 
 
6. Uncomment the following line in ‘SYS:/APACHE/CONF/HTTPD.CONF’ file: 
 

# LoadModule tls_module modules/mod_tls.nlm 
 
7. Insert a new line with ‘ApacheStart’ at the end of your 

‘SYS:/SYSTEM/AUTOEXEC.NCF’ file. 
 
8. You can test your new configuration by executing ‘ApacheStart’ on the 

NetWare console and browse to your server’s ip address 
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(e.g. ‘http://123.45.67.89/’) with a browser.  You should see the default 
Apache page (see ). Figure 1

Figure 1 

 

 

 
You can now use ‘ApacheStart’ and ‘ApacheStop’ on the NetWare console to 
start and stop your new instance of Apache.  The previous instance of Apache 
running in kernel space will still be listening on port 2200.  Your new instance 
will be listening on port 80 and 443. 

Installing PHP 
PHP is a popular general-purpose scripting language that is especially suited for 
Web development and can be embedded into HTML.  You will now install PHP 
on to your NetWare 6 server. 
 
1. Execute ‘ApacheStop’ on the NetWare console to verify that your instance 

of Apache is not running. 
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2. Download and install the PHP software from 

http://developer.novell.com/ndk/php.htm to your NetWare 6 server using 
a client machine. 

 
3. Execute the following commands on the NetWare console and add them to 

your ‘SYS:/SYSTEM/AUTOEXEC.NCF’ file before the ‘ApacheStart’ line: 
 

SEARCH ADD SYS:/PHP 
SEARCH ADD SYS:/PHP/EXT 

 
4. Insert the following line at the end of the 

‘SYS:/APACHE/CONF/HTTPD.CONF’ file: 
 

include sys:/apache/conf/mod_php.conf 
 
5. Add ‘index.php’ to the list of directory indexes in the 

‘SYS:/APACHE/CONF/HTTPD.CONF’ file: 
 

<IfModule mod_dir.c> 
    DirectoryIndex index.html index.php 
</IfModule> 

 
6. Create a new directory ‘SYS:/APACHE/HTDOCS/PHP’ and copy the example 

files from ‘SYS:/PHP/DEMOSAMPLES’ into your new directory. 
 
7. Execute ‘ApacheStart’ on the NetWare console to start your instance of 

Apache. 
 

8. You can test your PHP installation by browsing to the URL 
‘http://123.45.67.89/php/phpinfo.php’, replacing the ip address with that 
of your server (see ).  Figure 2
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Figure 2 

 
You now have PHP running as an Apache module in your instance of Apache.  
The PHP module will respond to files with the ‘.php’ extension. 

Installing MySQL 
MySQL is the most popular Open Source Database.  It is designed for speed, 
power and precision in mission-critical, heavy load use.  You will now install 
MySQL on your NetWare 6 server. 
 
1. Download the MySQL software zip file from 

http://developer.novell.com/ndk/mysql.htm. 
 

NOTE: If the above URL is not available, download the zip file from 
http://developer.novell.com/ndk/leadedge.htm - Leading Edge 167. 

 
2. Extract the zip file to the root of the ‘SYS:/’ volume.  
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3. Execute the following command on the NetWare console and add it to your 

‘SYS:/SYSTEM/AUTOEXEC.NCF’ file: 
 

SEARCH ADD SYS:/MYSQL/BIN 
 
4. Execute ‘mysql_install_db’ on the NetWare console to create the initial 

database for MySQL. 
 

NOTE: You may be asked to ‘press any key’ after the process has 
finished. 

 
5. Insert a new line with ‘mysqld_safe’ at the end of your 

‘SYS:/SYSTEM/AUTOEXEC.NCF’ file. 
 
6. Execute ‘mysqld_safe’ on the NetWare console to start the MySQL database 

server.  You should now see a MySQL console screen (see Figure 3). 
 

 
Figure 3 

 
MySQL is up and running on your server.  You now have a NAMP environment 
running on your server. 
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A Sample Application 
‘phpMyAdmin’ is a PHP application that manages a MySQL database server.  
This makes it a perfect sample to run on your new NAMP environment. 
 
1. Download the ‘phpMyAdmin-x.x.x-php.zip’ zip file from 

http://www.phpmyadmin.net. 
 
2. Extract the zip to the ‘SYS:/APACHE/HTDOCS’ directory of your server. 

 
3. Rename the directory ‘SYS:/APACHE/HTDOCS/phpMyAdmin-x.x.x’ to 

‘SYS:/APACHE/HTDOCS/phpMyAdmin’. 
 

4. You can now browse to the URL 
‘http://123.45.67.89/phpMyAdmin/index.php’, replacing the ip address 
with that of your server (see Figure 4). 

 

 
Figure 4 
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Congratulations, you now have a NAMP application running on your NetWare 6 
server!  It is worth mentioning that you didn’t modify the phpMyAdmin 
application to have it run on NetWare. 

Conclusion 
In this article you have configured your NetWare 6 server to host the NAMP 
environment.  NAMP is a new powerful environment for developers on 
NetWare. 
 

For Additional Information 

For additional information about NAMP, refer to the following resources: 
 

Links 

http://www.novell.com/ 
 
http://developer.novell.com/  
 
http://www.apache.org/ 
 
http://www.mysql.com/ 
 
http://www.php.net/ 
 
http://www.phpmyadmin.net 

http://www.novell.com/
http://developer.novell.com/ndk/leadedge.htm
http://apache.org/
http://www.mysql.com/
http://www.php.net/
http://phpmyadmin.net/
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